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Operation
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STANDBY MODE

The LEAK STEREO 130 will be in standby mode when powered on. Power LED indicator on front panel will show dark red. Press the Standby button or the
(I) button on the remote handset to bring LEAK STEREO 130 out of standby.

You can activate the ‘auto standby’ function by pressing and holding the Standby button on the front panel until the LED blinks. A short press of the Standby
button then selects the Auto - Standby function as follows:

20 min Auto-Standby
The Power LED indicator flashes twice: Auto-Standby 20 minutes. LEAK STEREO 130 will automatically go into Standby mode if there is no signal input or

operation for 20 minutes.

1 Hour Auto-Standby
The Power LED indicator flashes thrice: Auto-Standby 1 hour . LEAK STEREO 130 will automatically go into Standby mode if there is no signal input or
operation for 1 hour.

Never Auto-Standby (Default)
The Power LED indicator flashes once: Auto-Standby Never. LEAK STEREO 130 will not go into Standby mode.

VOLUME CONTROL

Before turning on the LEAK STEREO 130, please check the volume level before playing the source. The volume control will remain at the level it was last set
at when the unit was put in stand-by.

You can adjust the volume knob on the front panel or press the volume button of the remote control to adjust the volume level as needed.

Press the MUTE button on the remote control to enter MUTE mode. Note: the selected input indicator flashes to show the amplifier is in MUTE mode.

PLAYING MUSIC VIA ANALOG INPUTS
Connect the analog signal of a source unit to LEAK STEREO 130’s AUX1T or AUX2 input. Rotate the INPUT selector on the front panel (or press the INPUT

select key on the remote control) to select the AUX1 or AUX2 input indicator will light and music will start playing.

PLAYING MUSIC VIA DIGITAL INPUTS

Connect the coaxial SPDIF signal of source units to the digital in COAX jack or the optical (TOSlink) signal of source units to the OPT1 or OPT2 jack on the
LEAK STEREO 130’s rear panel. Rotate the INPUT selector on the front panel (or press the INPUT select key on the remote control) to select the COAX-
/OPT1/OPT2 LEAK Stereo130 input, the selected input indicator will light and music will start playing.
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PLAYING MUSIC VIA USB INPUTS

When connecting the LEAK STEREO 130 to a Windows computer for the first time, you will need to install the USB driver on your computer.

Connect to a Mac or PC via the type-B USB interface on the LEAK STEREO 130’s rear panel. Rotate the INPUT selector on the front panel (or press the INPUT
select key on the remote control) to select the USB input, the selected input indicator will light. Select the unit as the playback output device on the computer
and then start playing music with your chosen music software program.

PLAYING MUSIC VIA BLUETOOTH

You can wirelessly connect LEAK STEREO 130 to a music source via Bluetooth wireless technology . When the Bluetooth is not connected, the indicator light
of the Bluetooth input flashes. After the Bluetooth is connected, the indicator LED glows steadily.

Open Bluetooth search on your mobile phone or tablet and connect to "LEAK STEREO 130 BT", if prompted to enter the password, enter "0000". When the
connection is successful, the music starts playing. Switch to another input during Bluetooth playback will disconnect after T minute. Switch back to the
Bluetooth input for automatic connection.

To disconnect the Bluetooth:

* Move the Bluetooth source beyond the communication area.
e Turn off the connected device or turn off its Bluetooth function.
* Hold press the Pl button of the remote control for 3 seconds to force the current Bluetooth connection to be disconnected.

BASS

Turn the bass adjusting knob on the front panel to increase (clockwise) or decrease (counterclockwise) the low-frequency response. Control
range: -6db to +6dB.

TREBLE

. Turn the treble adjusting knob on the front panel to increase (clockwise) or decrease (counterclockwise) the high-frequency response. Control
range: -6db to 6dB.

Note:

The RIAA playback characteristic has been incorporated in the LEAK STEREO 130, as this is the internationally agreed standard. This characteristic does not
take into account the acoustics of the recording studio, the position of the microphones relative to the artistes, your pickup, your loudspeaker systems, the
acoustics of your room and your particular ears! In other words, the play-back characteristic is of use only as an approximation, and it may well be necessary
to adjust the final result by using the controls marked as ‘BASS’ and ‘TREBLE’; this is the reason for their presence. When playing LP records (33'/3 and 45

r.p.m) made prior to 1955, for instance, the bass and treble controls maybe used to correct differences in the recording characteristic.
When playing European 78 recrods, the “TREBLE’ control should, theoretically, be turned to ‘2 O’Clock’.

Consumer opinion in some countries insists on a magnitude of available bass boost which, if used at maximum, can only result in a travesty of the original
music. We have provided you with an availability of bass boost which you certainly should not need if your pickup and loudspeakers are moderately good. It
is not possible to obtain true bass from small loudspeaker systems by turning the 'BASS'; control to maximum, though an intermediate setting may be helpful,
particularly when listening at low intensity levels (as in an apartment late at night).

BALANCE

The balance knob on the front panel can adjust the sound output balance of the left and right speakers to compensate for an unbalanced sound.

Note: if you turn the balance control knob to full Left or Right, the other channel will be silent.

DIRECT

Press the Direct button on the front panel of the LEAK STEREO 130 to activate the direct function, and the indicator above the key will light up. Click to turn
off Direct again and the indicator goes off.

The LEAK STEREO 130 will bypass certain circuits within the amplifier design by stopping the power supply to these circuitts. It will reduce noise and electronic
interference (albeit minor) in order reproduce the purest sound as is electronically possible.

Note: bass, treble, and balance controls are not available when direct is activated.

PROTECTION MODE

LEAK STEREO 130 is protected by a thermal switch which interrupts the AC Power supply if the amplifier is grossly overloaded for a period of time. To restore
operation, simply press the Standby button on the front panel. It is thus fully protected against gross overload, short-circuited output efc, but not necessarily
against seriously inadequate ventilation.
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Warranty Coverage

LEAK warrants its products, subject to the following terms and conditions below, to be free from

defects in materials and workmanship.

ONLINE REGISTRATION

et

i .
YEAR |HAR
WARRANTY ME

Scan the QR code using a smart-phone device,
for product warranty registration online.

The three (3) year extended warranty is applicable to items purchased from Jan 1st 2021, onwards. ltems purchased
prior to this date are not eligible for this extended warranty service but are subject to statutory warranty claims and
all applicable consumer rights.

To qualify for the extended 3 year warranty, you must register your product within ninety (90) calendar days from the
date of purchase. Visit leak-hifi.co.uk/warranty-registration to  complete your online registration. Items not
registered online will have a Limited Warranty for one (1) year, or for the period of your country’s statutory warranty,
whichever is longer.

Warranty can only be offered to products registered with proof of purchase with date, model and details of the
authorised dealer clearly stated on the receipt/invoice. Please keep the original receipt/invoice in case it is required
for a warranty claim.

This Limited Warranty is non-transferable and is offered exclusively to the original owner.
This Limited Warranty is valid only in the original country of purchase.

Repairs or replacements are provided under this warranty are the exclusive remedy of the consumer. LEAK shall not
be liable for any incidental or consequential damages for breach of any expenses or implied warranty with any
product. Except to the extent prohibited by law, this warranty is exclusive and in lieu of all other warranties
whatsoever, both expressed and implied, including but not limited to the warrant of merchantability and fitness for
practical purpose.

This warranty provides benefits that are additional to and do not affect your statutory consumer rights.

This Limited Warranty offer is subject to correct information being submitted in your application. Incorrect dates or
mismatched purchase receipt dates that are outside of the warranty terms will immediately invalidate any warranty
claim.

*Please check with your dealer local distributor for further information.
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EXCLUSIONS

The following items are excluded from the LEAK warranty:

Normal wear and tear and cosmetic damage (including but not limited to any wear from reasonable use,
environmental deterioration or neglect)

Products on which the serial number has been removed, altered or otherwise made illegible.
Products not purchased from an authorised LEAK dealer.

Products that were not new at the time of original purchase.

Products sold ‘as is’, ‘as seen’ or ‘with faults’

Product not purchased from an Authorised Dealer/Distributor within the region of the claim (ie parallel imports or grey
market products)

Accidental damage or faults caused by commercial use, acts of God, incorrect installation, incorrect connection,
incorrect packaging, misuse or careless operation or handling which is not in accordance with the user instructions.

Equipment that has been operated in conjunction with unsuitable, inappropriate or faulty apparatus.
Repairs, alterations or modifications carried out by parties other than LEAK or its authorised service partners.

Damage in transit that cannot be attributable to the fault of LEAK, the authorised distributor or dealer (ie. claims
otherwise covered by fransit insurance.)

Faults relating to abnormal or inappropriate power supply voltage or power surges.

Faults relating to extremities in femperature, exposure to heat, water or other liquids, insects, excessive moisture, sand,
chemicals, battery leakage or any other contaminants.

Any force majeure events, including but not limited to any acts of God, fire, lightning, typhoon, storm, earthquake,
hurricane, natural disaster, tsunami, flood, war, riot, public disturbance.

Any other causes beyond the reasonable control of either LEAK and its Authorised Distributor.

Please note items purchased before 1st Jan 2021 are not eligible for the extended warranty claim.

HOW TO CLAIM

To obtain warranty service please contact the authorised dealer from which you purchased this product and present
the limited warranty certificate offered upon registration of your product’s extended warranty offer.

Do not dispatch goods without the prior agreement of the dealer distributor or authorised service centre.

If asked to return products for inspection and or repair, please pack carefully preferably in the original carton or
packaging affording an equal degree of protection and returned via insured, trackable courier service.

The authorised dealer or distributor will offer full return details and instructions. However, please note if unsuitable
packaging is used the warranty may be deemed void due to improper action in return.

LEAK or the authorised distributor, dealer or service centre may make a charge for the supply of new packaging for
the return of the repaired item. Please note, insurance is recommended as goods are returned at the owner’s risk.
Authorised distributors or service centres cannot be held liable for loss or damage in transit. insurance and freight
charges on the return journey will be paid for by LEAK, authorised dealer, distributor or service centre if corrective work
proves fo be necessary.

In the event of ‘no-fault found’ or ‘no repair necessary,” the return shipping charge will be the responsibility of the
owner.
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REPAIRS

All repairs will be carried out by the appointed distributor (or locally appointed service centre). Repairs handled or
processed without authorisation or approval of the appointed representative will be excluded from this limited
warranty. Please note, LEAK is not able to supply parts or replacement items to any other entity than the official
distributor or authorised service centre.

Other than the warranty and services set out in this warranty, to the fullest extent permitted by law, LEAK shall not be
liable to you and/or any third party or entity whatsoever for:

o Any loss, damages and/or malfunction caused to any product(s) which is/are connected to any of the products
covered by this warranty.

o Any damages, loss and liability, whether direct, indirect, incidental, consequential special, punitive or otherwise,
howsoever caused by, arising out of or otherwise, in relation to the installation, delivery, use, service, repair,
replacement and/or maintenance of the product;

o Any damages, loss and liability under this warranty in respect of any act, omission, or negligence of any of their
technicians, employees, agents, representatives or independent contractors relating to the actual or purported
performance of any of the obligations under this warranty.

SERVICE CENTRE ADDRESS

Should a fault occur with your product, please pack it correctly using the original packing, so you can ship it safely.
For technical support, servicing or product queries and information, please contact either your local retailer or the
office below:

IAG Service Dept.

13/14 Glebe Road

Huntingdon

Cambridgeshire

PE29 7DL

UK

Tel: +44(0)1480 452561

Email: service@leak-hifi.co.uk

For information on other authorised service centres worldwide contact LEAK International, UK.

A world wide distributors list is available on the LEAK website: www.leak-hifi.co.uk
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Measurement made with 230V power supply

Model

LATION - OPERATION - MAINTENANCE

Specifications

STEREO 130

D/A Converter

ESS Sabre32 Reference ES?018K2M

Input Sampling Rates

Optical, Coaxial: 44.1kHz~192kHz; USB: 44.1kHz~384kHz (PCM)/DSDé4, DSD128, DSD256

Rated Output Power

2 x 45W (8ohm)/2x65W (4ohm)

Total Harmonic Distortion

< 0.005% (30W, 8ohm)

Frequency Response

20Hz-20kHz (+/-0.5dB)

Input Sensitivity

480mV (RCA AUX IN); 4.1mV (phono MM)

Input Impedance

10Kohm (AUX) ; 47Kohm //100pF (phono MM)

Signal to Noise Ratio (S/N)

=>108dB (A-weighted, ref.45W)

Pre Output Level

2.3V (Max)

Pre Output Total Harmonic Distortion (THD)

< 0.003%

Pre Output Signal to Noise (S/N)

>110dB (A-weighted)

Bluetooth Version 4.2

Profile A2DP

Codec aptX (priority), SBC
USB Input 1 x USB (B-type)

Digital Audio Inputs

2 x Optical TOSlink ,1 x RCA COAX

Digital Audio Outputs

1 x Optical TOSlink ,1 x RCA COAX

Analog Inputs

2 x RCA (AUXT, AUX2) ,1 x RCA (phono MM)

Analog Output

1 x RCA (PRE OUT)

Power Requirement
(Depends on your area)

220-240V ~ 50/60Hz
100-120V ~ 50/60Hz

Dimensions W x Hx D (mm)

302 x 118 x 270 (Metal)
326 x 146 x 276 (Wood)

Carton Size W x H x D (mm)

475 x 248 x 450

Net Weight

7.02kg (Silver)
8.30kg (Walnut)

Gross Weight

9.30kg (Silver)
10.60kg (Walnut)

Finish Silver/Walnut
Corrent disposal of this product. This marking indicates that this product should not be disposed with other household wastes throughout the EU. To prevent possible harm to the environment
or human health from uncontrolled waste disposal, recycle it responsible to promote the sustainable reuse of material resources. To return your used device, please use the return and collection
systems or contact the retailer where the product was purchased. They can take this product for environmental safe recycling.
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IAG House, 13 /14 Glebe Road, Huntingdon, Cambridgeshire, PE29 7DL, UK
Tel: +44(0)1480 452561 Email: service@leak-hifi.co.uk Website: http://www.leak-hifi.co.uk
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